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For 2D Flat Parts (DXF Extension Only)

Our goal is to provide you with the fastest and most accurate price quote possible. 
Therefore, please pay attention to the following points when preparing your drawings. This 

will allow our system to process your drawing directly and initiate an error-free and fast 
quotation process.

Scale: All drawings must be at a scale of 1:1.

Unit: All measurements must be in millimeters (mm).

Symmetrical Tolerance: All measurements must be specified as (±) tolerance. 
(This must be specified in the technical drawing. If not specified, ISO 9001 
standards will apply)

Single Part: Each file should contain only one part

Incorrect Drawing Correct Drawing

Closed Contour: All outer lines must be closed. Open lines prevent the cut from 
being completed.

Incorrect Drawing Correct Drawing

Overlapping/Intersecting Lines: The same line should not be drawn twice, and 
lines should not intersect each other.

Incorrect Drawing Correct Drawing
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Incorrect Drawing Correct Drawing
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The scale, quantity, unit, tolerance range, and sheet thickness of the product 
must be specified in the technical drawing must be specified.

Text and Information Cleanliness: Drawings should not contain additional 
information such as text, dimension lines, tables, title blocks, etc. Only the 
contours to be cut should be included.

Correct Drawing

Text: The text on the part should be designed so that it does not fall off the main 
body.

Only Cutting Contours: Only the lines to be cut should be present. Text, 
dimensions, frames, and other elements should be removed.

Layers: All drawings should be on a single layer.

Single-Line Cuts: Automatically detected by the system

Color Codes (Optional);
- White Line: Cut
- Yellow: Marking
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SHALL YOU HAVE ANY QUESTIONS OR SPECIAL
REQUESTS, PLEASE, CONTACT US!

STEP Files (For 3D Parts)

Only Geometric Model: Details such as teeth, embossing, screws, holes, bolts, and 
nuts should not be included in the model; these features must be specified 
separately in the technical drawing.

Whatsapp: Alternatively, you can send them via WhatsApp at +90 530 320 24 30

File Submission

Email: Send your drawing files to satis@kaymet.com

Symmetrical Parts (Mirror Image): Even if the right and left sides are the same, 
each part must be sent as a separate file. The system does not automatically 
create the mirror image.

The technical drawing must specify the product's scale, quantity, unit, tolerance 
range, and sheet thickness.

Assemblies May Be Included: However, each part must be clearly defined.
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